


Southeastern Distributors, Inc. is a family owned and operated business that 
began over 40 years ago. Being the manufacturer and primary shipper, we 
decided to locate our headquarters in the centralized location of Sweetwater, 
Tennessee. We design, develop, manufacture, test and deliver our products. 
Over the years we have trademarked our logos which appear exclusively on 
our parts.

Our focus is quality. This is why we use our injection molding process to 
construct products with the highest strength-to-weight ratio, superior impact 
resistance, greater rigidity, no warpage, consistent surface finish, easily cleaned, 
chemical and corrosive resistant, impervious to the elements, sound deaden, 
and electrical/thermal insulating properties. Our products are environmentally 
safe and recyclable. 

Hard to find old concrete lids or the cheap easily broken thin walled boxes 
and lids that have to be changed frequently, can be replaced with one of our 
products. This will significantly reduce customer cost.

Our lids can accommodate any remote reading system on the market. They 
have been tested by Aclara, Itron, Sensus and Neptune. We can accommodate 
any situation in the field. Our lids can snap easily into place and require no 
special tools for installation or removal. For more security, we offer several 
designs of locking, tamper resistant lids. Our newest line of, “indestructible”, 
products are not only float resistant but they have a long life against UV and 
other environmental damages. All of our products are available with your city 
name or emblem molded into the lid. Additionally, all of our products can be 
manufactured using custom or standard colors and utilizing English or Spanish 
translations. In addition to polyethylene, we produce steel and cast iron products 
as well. Fabricated steel items are becoming much more widespread in the 
utility/construction business and we are producing numerous custom made 
items as well as in-stock products.

The trademarks to the left help prove the authenticity of our products. Our 
products are made in the United States unless otherwise indicated. Our 
products are designed and developed by our professional staff who have years 
of experience. Without doubt, we manufacture the highest quality utility and 
custom molded products available.

Mission
Our mission as a company is to create the highest quality/best products that 
meet the building, utility, and custom molding needs of our customers. Our 
experienced staff of scientists will provide technical support to those customers 
who have unique construction needs. Southeastern Distributors, Inc. (Rhino 
Boxes) will continue to provide American quality products that meet the 
demands of our fast-paced technological society. 

Call 800.869.6327  •  www.rhinoboxes.com Made in the USA
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Colors are an option! Our basic 
colors are either black or white, 
but we can make ANY color that 
you desire with minimum 
additional charge. A variety of 
colored lids could be used to 
differentiate the specific use of 
each box. 
For example:
   • blue for water
   • brown for sewer
   • green for electrical
   • orange for cable 

You may use the same type of 
box with a variety of colored lids.

We can mold the name and/or logo 
of your city or county directly into the lid.
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Proven Processing
Our injection molding process gives our products a 
higher strength-to-weight ratio than other products 
on the market.
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Proven Service
Our specially formulated material used in the MB-2 
meter boxes has been tested and proven in service 
by water and gas industries. This revolutionary 
meter box is an exceptionally desirable replacement 
for cast iron, concrete, or aluminum. The superiority 
of the MB-2 meter box offers industry a tremendous 
economy through longer life.

Proven and Tested Quality
Impartial testing shows that the MB-2 box easily 
stands up under heavier than normal loads.

Proven Processing
Our injection molding process gives our products a 
higher strength-to-weight ratio than other products 
on the market.

Approximate measurements
241⁄4” x 123⁄4” x 141⁄2”
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Center can be Cast Iron or Poly

www.rhinoboxes.com

7

Proven Service
Our specially formulated material used in the MB-3 
meter boxes has been tested and proven in service 
by water and gas industries. This revolutionary 
meter box is an exceptionally desirable replacement 
for cast iron, concrete, or aluminum. The superiority 
of the MB-3 meter box offers industry a tremendous 
economy through longer life.

Proven and Tested Quality
Impartial testing shows that the MB-3 box easily 
stands up under heavier than normal loads.

Proven Processing
Our injection molding process gives our products a 
higher strength-to-weight ratio than other products 
on the market.

Approximate measurements
191⁄4” x 12” x 12”
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Proven Service
Our specially formulated material used in the MB-21 
meter boxes has been tested and proven in service 
by water and gas industries. This revolutionary 
meter box is an exceptionally desirable replacement 
for cast iron, concrete, or aluminum. The superiority 
of the MB-21 meter box offers industry a tremendous 
economy through longer life.

Proven and Tested Quality
Impartial testing shows that the MB-21 box easily 
stands up under heavier than normal loads.

Proven Processing
Our injection molding process gives our products a 
higher strength-to-weight ratio than other products 
on the market.

Approximate measurements
12.25” x 7.85” x 6.7”
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Proven Service
Our specially formulated material used in the 
MB-21XL meter boxes has been tested and 
proven in service by water and gas industries. 
This revolutionary meter box is an exceptionally 
desirable replacement for cast iron, concrete, 
or aluminum. The superiority of the MB-21XL 
meter box offers industry a tremendous 
economy through longer life.

Approximate measurements
16” x 7.5” x 7.85”

www.rhinoboxes.com

Actual photo to be taken 
and placed here
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Proven and Tested Quality
Impartial testing shows that the MB-21XL 
box easily stands up under heavier than 
normal loads.

Proven Processing
Our injection molding process gives our 
products a higher strength-to-weight ratio 
than other products on the market.

Proven Service
The MB-4, 5, and 6 round water meter boxes have a variety of 
application for different sized meter sets. The 18” depth is used 
in shallow to moderate frost lines. The circular design allows 
for an equal distribution of force and as a result this box can 
withstand a considerable load and pressure. The box tapers 
from the top to bottom so it would be easily adjusted to grade.

Proven and Tested Quality
Impartial testing shows that the MB-4, 5, and 6 boxes easily 
stand up under heavier than normal loads.

Proven Processing
Our injection molding process gives our products a higher 
strength-to-weight ratio than other products on the market.

Approximate measurements
18” diameter x 18”, 24” or 30”

Tested and certified by Independent laboratory

18”

24”

30”
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Poly Lid Option

www.rhinoboxes.com
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Center in Cast Iron 
or Poly

These specifications describe the minimum 
requirements for the 12” Polyethylene 
Replacement water meter lid.  Each lid will
be ready for installation.  All parts not 
specifically mentioned which form a part 
of the complete unit shall conform in 
design, strength, quality of material, and 
workmanship to the highest standards of en-
gineering practice. 

The meter lid shall be manufactured by 
Southeastern Distributors, Inc. 
(800-869-6327).  

Please see specification drawings on 
this page.

(Meter Lid Specifications on back.)

14



www.rhinoboxes.com

Meter Lid Specifications

The meter lid shall be black and injection 
molded using a high density polyethylene 
that gives our product high 
strength-to-weight ratio making 
it have greater rigidity than solid 
parts of the same material.  

Polyethylene lid:
  1. The lid color shall be black.
  2. The lid will have the maximum UV 
      protectant.
  3. The lid can have a logo molded on it.
  4. The lid will have the words “WATER 
      METER” molded on it.
  5. The lid shall be injection molded.
  6. The lid shall withstand an AASHTO 
      M306 (H-20) 20,000 # load test as 
      certified by third party engineering firms.
  7. The lid will install flush with a cast 
      iron ring.
  8. The lid shall be resistant to corrosive environments.
  9. The lid will be nonconductive.
10. The lid will be resistant to water absorption.
11. The lid will allow RF signals to pass through freely as tested by Itron, 
      Sensus and Aclara.
12. The lid will have a skid resistant design on the surface.
13. The lid shall have a worm gear locking mechanism.
14. The locking mechanism will consist of a pentagon 27/32 brass 
      locking bolt and cast iron worm gear.
15. The lid can either be molded with or without a mounting bracket.
16. An optional post mounted bracket can be used to allow for mounting options. 
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The MB-9 is light weight and partly nestable 
which can save the customer money in freight 
and shipping/handling charges. When setting 
in concrete our design does not require a ring. 
The MB-9 has a wide variety of applications 
including 
   • water spigot cover
   • water sprinkler shut-off valve
   • other shut-off valves
   • lightning rod housing

The MB-9 unique design makes it extremely 
strong as you can see by the photo below.

• Partly nestable to save freight
• Lightweight for shipping and handling
• No ring necessary for setting 
  in concrete

• Easy to pull up-to-grade
• No breakage by lawn mowers or autos
• Extremely strong, rounded shape with dome top 
  can support the weight of a large truck

Weight with Cast Iron:
     Box and Lid    11.#
     Box    5.#
     Lid     6.#

Item 
No. 55-L-WV

Item 
No. 55-L-SV

Item 
No. 55L-WM
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The lids for the MB-9 can be made 
of either cast iron or polyethylene. 
The standard lettering options on 
these meter boxes are “WATER METER”, 
“WATER VALVE” or“SEWER VALVE”. 

Your personal wording may be 
placed on the lid with minimum 
order quantities. The Polyethylene 
lids can be molded in different 
colors.

www.rhinoboxes.com
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The new MB-16 water meter box is designed for a 
5/8” x 3/4” meter set. It was developed as a 
replacement for the heavier concrete 36 boxes 
on the market today.

The MB-16 Box is versatile and strong.

The standard depth of this box is twelve inches 
and can be ordered with or without the bottom 
settling ring. The box accommodates a standard 
10” X 15” lid. (See Lid Options on the next page for 
more information.)
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The MB-16 has many lid options depending on the users 
preference.  All MB-16 lids are 15.38” x 10.13” x 1.75” and 
usually interchange with Brooks and CDR boxes as well 
as our own.

The solid lid has one 3/4” round hook hole for lifting the lid out of the box.

The AMR lid can perform double duty since it has one 
depression that can accommodate either the RS900 radio 
read with the offset center or a round touchpad reader.

The hinged reader lid is a 
polyethylene lid with a 
center flap that is made 
of cast iron with a 
stainless steel rod.

The I-tron lid is a solid polyethylene lid 
with the 3/4” round lift hole and a pouch 
underneath for the I-tron ERT reader.

hinged lid
(open)

hinged lid
(closed)

AMR lid

I-tron lid

solid lid

www.rhinoboxes.com
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The new MB-16L and MB-16LL water meter boxes are 
designed for a 5/8” x 3/4” meter set. It was developed as 
a replacement for the heavier concrete 36 boxes on the 
market today.

                           The MB-16L (12” deep) and MB-16LL (18” deep) 
                           is versatile and strong.

                           The standard depth of this box is twelve inches and 
                           can be ordered with or without the bottom settling 
                           ring. The box accommodates a standard 10” X 15” lid. 
                           (See Lid Options on the next page for more information.)

MB-16L

MB-16LL
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The MB-16L and MB-16LL has 
several lid options depending 
on the users preference.  
All MB-16L and MB-16LL lids 
are 15.31” x 10.06” x 1.88”.

All lids for this box have the 
new snap lock design.

The AMR lid can perform 
double duty since it has one 
depression that can 
accommodate either the 
RS900 radio read with 
the offset center or a 
round touchpad reader.

The hinged reader lid is a 
polyethylene lid with a center 
flap that is made of cast iron 
with a stainless steel rod.

hinged lid
(closed)

hinged lid
(open)

AMR lid

keylock lid

solid lid
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The new MB-17 water meter box is 
designed for a 1” up to a 1.5” meter 
set. It was developed as a 
replacement for the heavier concrete 
37 boxes on the market today.

The MB-17 Box is versatile and 
strong. The new rib reinforced 
design allows this sturdy box to 
withstand over 20,000 pounds in 
an H-20 style test.

The standard depth of this box is 
twelve inches and can be either or-
dered with or without the bottom set-
tling ring. The box accommodates a 
standard 11” X 18” lid. (See Lid Options 
on next page for more information.) 

www.rhinoboxes.com
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The MB-17 has several lid options 
depending on the users preference.  
All MB-17 lids are 18.00” x 11.13” x 1.75” and 
usually interchange with Brooks and CDR boxes 
as well as our own. 

All lids for this box have the new snap lock design.

The solid lid has one 1” square hook hole for lifting 
the lid out of the box.

The AMR lid can perform double duty since 
it has one depression that can accommodate 
either the RS900 radio read with the offset 
center or a round touchpad reader.

The hinged reader lid is a 
polyethylene lid with a center 
flap that is made of cast iron 
with a stainless steel rod.

hinged lid
(closed)

hinged lid
(open)

AMR lid

solid lid

solid lid
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The new MB-17.5 water meter box is designed for 
a 1” up to a 1.5” meter set. It was developed as a 
replacement for the heavier concrete 37 boxes 
that needed a depth of 18” that are on the 
market today.

The MB-17.5 Box is versatile and strong. The new 
rib reinforced design allows this sturdy box to 
withstand over 20,000 pounds in an H-20 style test.

The standard depth of this box is eighteen inches 
and does not have the bottom settling ring. The box 
accommodates a standard 11” X 18” lid. 
(See Lid Options on next page for more information.)  
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The MB-17 has several lid options 
depending on the users preference.  
All MB-17 lids are 18.00” x 11.13” x 1.75” and 
usually interchange with Brooks and CDR boxes 
as well as our own. 

All lids for this box have the new snap lock design.

The solid lid has one 1” square hook hole for lifting 
the lid out of the box.

The AMR lid can perform double duty since 
it has one depression that can accommodate 
either the RS900 radio read with the offset 
center or a round touchpad reader.

The hinged reader lid is a 
polyethylene lid with a center 
flap that is made of cast iron 
with a stainless steel rod.

hinged lid
(closed)

hinged lid
(open)

AMR lid

solid lid

solid lid
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The new MB-18 water meter box is 
designed to allow two meter sets to be 
in the same box with only one inbound 
supply line.

The MB-18 Box is versatile with a choice 
of three or four mouse holes. The MB-18 
is very durable with the new rib rein-
forced design allowing this sturdy box 
to withstand over 20,000 pounds in an 
H-20 style test.

The standard depth of this box is twelve 
inches and can be either ordered with 
or without the bottom settling ring.  The 
box accommodates a standard 15” X 17” 
lid. (See Lid Options on the next page for 
more information.)
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The MB-18 has several lid options depending on 
the users preference.  All MB-18 lids are 14.69” x 
16.44” x 1.75” and usually interchange with Brooks 
and CDR boxes as well as our own. All lids for this 
box have the new snap lock design.

The solid lid has one 1” square hook 
hole for lifting the lid out of the box.

The AMR lid can perform double duty 
since it has two sets of depressions that 
can accommodate either the RS900 radio 
read with the offset center or a round 
touchpad reader.

The hinged reader lid is a polyethylene lid 
with a center flap that is made of cast iron 
with a stainless steel rod.

solid lid

AMR lid

hinged lid
(closed)

hinged lid
(open)www.rhinoboxes.com
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The MB-19HD has several lid options 
depending on the users preference.  
All MB-19 lids are 30.5” x 17.5” x 2.0” 
and usually interchange with Brooks 
and CDR boxes as well as our own. 
Available in solid lid or AMR lid.
Boxes for both the MB-19 and the 
MB-24 are coming soon.
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The MB-24HD has several lid options 
depending on the users preference.  
All MB-24 lids are 23.25” x 13.75” 
x 2.0” and usually interchange with 
Brooks and CDR boxes as well as our 
own. Available in solid lid or AMR lid.
Boxes for both the MB-19 and the 
MB-24 are coming soon.
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The reclaim ASTM color 
standard is available on all 
of our products. We have 
met the new standards for 
wording for the state of 
Florida being in both English 
and Spanish and would be 
able to adjust to any 
requirement for your 
department.

We can mold the name and/or logo 
of your city or county directly into the lid.

www.rhinoboxes.com
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Two Inch 
Corrugated Meter Vault and Lid
Approximate size 38” x 18” W x 26” D

Usage
Our lightweight fabricated MV-20 meter vault 
saves time and money as a perfect housing for 
a two inch meter since all valving can be 
contained within the box. In most situations 
one person can make the complete 
installation in a matter of hours. The box is 
made of riveted two-piece .064 galvanized 
copper-steel. The lid is made of 3/16” diamond 
floor plate steel-reinforced with a 10” x 10” 
observation port. Eliminates bulky built in 
place concrete vaults and cast iron covers.

Lid 40” x 20” x 3/16”

18”

38”

26”

Jumbo 
Corrugated Meter Vault and Lid
Sizes  60” x 30” W x 36” D
 60” x 30” W x 48” D
 60” x 30” W x 60” D

Usage
Our lightweight fabricated MV-30 meter vault 
saves time and money as a perfect housing for 
meters larger than two inches since all 
valving can be contained within the box. 
The box is made of riveted two-piece .064 
galvanized copper-steel. The lid is made of 1/4” 
diamond floor plate steel-reinforced with a 
10” x 10” observation port either in the center 
or off-set to the side. Eliminates bulky built 
in place concrete vaults and cast iron covers. 
Sizes can be custom made. Call us with your 
measurements for a quote, or you may pick 
from the standard sizes listed above that we 
keep in stock.

Lid 64” x 34” x 1/4”
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Avoid the problems of finding an underground sewer 
line, water line, electrical line or gas line by using a 
line marker. Cast iron line markers can be driven into 
the ground even below grade level and then easily 
found with a metal detector.
Four options available: Water, Gas, Sewer, Electric

The FB-6 will drop into a 6” pipe 
or will accept 4” pipe inside.

A two piece design allows 
you to set in concrete or 
asphalt. The box will 
accommodate a 4” plastic 
pipe inside or a 6” to 8” 
pipe on the outside. Box 
and lid sold separately.

Fits most existing valve boxes or will fit over standard 
6” water pipe for new construction. The protruding 
side flanges help the valve box lock into concrete or 
asphalt. The riser comes in five different sizes, how-
ever, all use the same lid design. Box and lid sold 
separately. Lids can say: Water, Sewer, Gas, Test.
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Fits most existing valve boxes or will fit over standard 6” 
water pipe for the new construction. The protruding side 
flanges help the valve box lock into concrete or asphalt. 
Box and lid sold separately.

Fits most existing valve boxes or will fit over standard 6” 
water pipe for the new construction. The protruding side 
flanges help the valve box lock into concrete or asphalt. 
Box and lid sold separately.

The square top fits inside a 6” 
pipe cut to length to form an 
adjustable box. An 8“ pipe fits 
outside for the same use. The 
square top comes with a choice 
of two lids either with a raised 
or recessed “W”, box and lids 
sold separately. 

www.rhinoboxes.com
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406 Heiskell Street
PO Box 312
Sweetwater, TN 37874

800-869-6327
423-337-5929
423-337-7865
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info@rhinoboxes.com
Fax 423-337-9793
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